
70A - STRAIGHT FLARE-NUT WRENCHES WITH METRIC WEB

References :

A [MM] B [MM] E [MM] L [MM] [KG]

70A.8 8 24,6 7,0 139,5 0.090

70A.9 9 24,6 7,0 139,5 0.090

70A.10 10 24,6 7,0 139,5 0.090

70A.11 11 25,4 7,2 141,0 0.090

70A.12 12 27,5 7,2 141,0 0.085

70A.13 13 27,5 7,2 141,0 0.090

70A.14 14 35,7 10,0 191,0 0.180

70A.16 16 35,7 10,0 191,0 0.175

Description :

• Flare nut ratchets: the wrench opens to pass around the 
pipe and closes down on the nut for optimum grip. The 
special shape of the wrench allows for a ratchet effect. • Fast 
tightening on all piping in automotive, trucking, public works, 
compressors, refrigeration, aeronautics, sanitation. • 6-point 
head: 7 to 10 mm - 12-point head: 11 to 32 mm. • Hanging 
hole at end of handle: wrenches stored on panel or hung to 
avoid loss or fall. • Metric sizes: 8 to 32 mm. • Presentation: 
satin chrome handle / burnished head.
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A [MM] B [MM] E [MM] L [MM] [KG]

70A.17 17 35,7 10,0 191,0 0.175

70A.18 18 35,7 10,0 191,0 0.170

70A.19 19 37,0 10,0 191,0 0.160

70A.22 22 40,7 13,0 233,0 0.295

70A.24 24 43,2 13,0 235,0 0.300

70A.27 27 55,5 14,1 325,0 0.605

70A.30 30 56,4 15,9 325,0 0.615

70A.32 32 58,5 15,9 325,0 0.625
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