
287B - ROLLER-TYPE STUD DRIVERS - SINGLE-DIAMETER

References :

A MAXI 
[MM]

D [MM]
D X L 
[MM]

D1 
[MM]

L [MM]
HEX 
SIZE 
[MM]

CAPACITY 
[MM]

[G]

287B.6 6 25
25 x 
65

22 65 22 6 165

287B.7 7 25
25 x 
65

22 65 22 7 170

287B.8 8 25
25 x 
65

22 65 22 8 170

287B.9 9 29
29 x 
75

22 75 22 9 245

287B.10 10 29
29 x 
75

22 75 22 10 240

Description :

• Capacity: Ø 6 to 16 mm. • Turned by means of the 
hexagonal drive or a 1/2" - 12.7 mm ratchet. Except model 
287B.16, which has a through-hole for a bar. • Allows to 
tighten or untighten the studs.
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A MAXI 
[MM]

D [MM]
D X L 
[MM]

D1 
[MM]

L [MM]
HEX 
SIZE 
[MM]

CAPACITY 
[MM]

[G]

287B.12 12 29
29 x 
75

22 75 22 12 240

287B.14 14 34
34 x 
75

27 75 27 14 310

287B.16 16 34
34 x 
75

27 75 27 16 340
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